References

22. Samec Z, Weber J. Study of the oxidation of SO\textsubscript{2} dissolved in 0.5M H\textsubscript{2}SO\textsubscript{4} on a gold electrode- I stationary electrode. J. of Electrochimica Acta 1975; 20: 403-412.

102


46. Darling H.E. Conductivity of sulfuric acid solutions, J. of Chemical and Engineering data 07-1964; 9:3


64. CDIAC, Oak Ridge National Laboratory. Fossil-Fuel CO\textsubscript{2} Emissions from South Africa. Printed on the 2010-07-13.


79. Nguyen D.T. Corrosion resistance and behavior of construction materials exposed to dilute sulfuric acid at elevated temperatures under static conditions. Tennessee Valley Authority. P.O Box 1010; Muscle Shoals, AL 35660-1010.


95. Acres G.J.K, Bird A.J, Jenkins J.W, King F. The design and preparation of supported catalysts


107. Department of Science and technology, National Hydrogen and Fuel cell technologies research development and innovation strategy, 95306,;p5; April 2007.


130. Punyawudho K, SO$_2$ adsorption on carbon supported Pt electrocatalyst. University of South Carolina. Konlayuc@hotmail.com


137. Copper K.R, In situ PEMFC electrochemical surface area and catalyst utilization measurement, Electrochemistry and fuel cell knowledgebase: Advanced products for electrochemical research, printed on 2010-12-02.


140. Thermochemical cycle- Wikipedia, the free encyclopedia;2011/02/07: http://en.wikipedia.org/wiki/Thermochemical_cycle

141. The transmission electron microscope Nobelprize.org. The official website of the Nobel prize.org/educational/physics/microscopes/tem/index.html 2011/02/07


